
Lore

Sectional view Performance Data

Size Length Wattage (w) Lumen Package (lm) (LPW)

         4FT
 33/45/56 W 
(17%up/middle30%53%d)

3000/4000/5000 Lm     90

         8FT
 66/90/112 W 
(17%up/middle30%53%d)

6000/8000/10000Lm     90

CRI > 90 3000K/3500K/4000K 
CCT Select ETL, Damp Location Rated

 FEATURES
• Discrete perimeter mounted luminaire 

• Advanced optics shape the light distribution for exceptional cut-off and 
comfort. Upper wide throw, batwing light distribution provides ceiling 
uniformity and room fill.

• Middle windows could be RGB supported a variety of space designs.

• 4FT, 8FT lenghts provides light ouputs from 3000lm to 10000lm, up to 
1250lm/ft

• Optional wattage selectable (60%/80%/100%), 3CCT selected

Suspended

Upper batwing distribution ,down light with 
15°/24°/38°/70*70/35*75/Asymmetric Optics or 110 Diffuser

38° 70*70 35*75       Asymmetric          15° 24°

   Louver

Up & down  



Lens Mounting Accessories Canopy Type Canopy Finish

HPL=Hex louver

OLS=Optic lens

TGH=T-grid Pendant SCKA = 5" Canopy 

SCKB = 9/16 Dropceiling 5'' Slim Canopy

SDS=Drywall Suspension Mount Kit

BC = Black Canopy

STA=Aircraft Rope(A type) WC = White Canopy

STB=Aircraft Rope(B type)

SCK=Canopy Pendant

SDS=Drywall Pendant mount

SCS=Drop ceiling Pendant mount

SC = S liver Canopy

Lore Suspended
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Lore Suspended

Dimension

Lens

PC Diffuser

Above are subjuect to 3000K ,white housing  & highest Wattage  . All efficacy is ±5% base on different CCT and lighting distributions. 
For other lens, CCT, housing color etc. please check the IES file to gain

1380LM/FT,12.5W/FT

Performance

Lumen output

93.85''(2383.8mm) / 46.77''(1188mm) 

8.66''(220mm) 8.66''
(220mm)

2.14''
(54.4mm)

55.6W



Product Specifications

Construction
� Precision cut housing extruded from 6063 aluminum
� Die-casting end-caps ensure a robust and clean construction
� Advanced optics shape the down light varies distribution.

Upper wide batwing light distribution provides ceiling

� Middle LPG transparent plate ,optional hex louver

Light Engine
� LED’s are available in 3000K, 3500K, 4000K or 5000K,3-CCT

select, middle windows could be RGB supported a variety
of space designs.

� CRI ≥90CRI as standard (Lumen output will be affected -
please refer to the lumen adjustment factor table)

LED Drivers
� LED system coupled with electrical driver
� Traditional electronic drivers are available for 120- 277V and

347V applications

Controls and Integrated Sensors
� Equipped standard with a 0-10V continuous dimming driver.

Compatible with most standard dimming devices ,1-100%
� Additional control types are available (DALI & Lutron) at an

additional cost

Mounting
� Suspended

Lengths
� Available in 4ft and 8ft,linkable
�

All lengths are nominal and do not include end caps.

Lumen Maintenance
� 90% (L90) of initial light output at 61,000+ hrs
� 70% (L70) of initial light output at 237,000+ hrs
� Derived from TM-21 standard @25°C for worst case operating

conditions

Electrical
� 0-10V Dimming provided as standard
� Dimming wires capped with wire-nuts for nondimming

applications

Environment
� Suited for damp location  installations
� Operating temperature range: -25° C to 50° C

Distribution
� Upper batwing distribution ,down light with 15°,24°,38°,

70X70°/35X75°,Asymmetric Optics or 110 °Diffuser,middle
LPG transparent plate with optional hex louver

Weight
� 4FT= 8.1lb
� 8FT= 15.5lb

Approvals
� ETL - listed for damp locations

Warranty
Five year warranty standard. Optional ten year warranty 
available.

Lore Suspended




