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Outer Ring 4025 FEATURES

ORDERING INFORMATION

Outer Ring

Fixture Type Mounting Profile Size / Wattage Output CRI CCT Finish Color Dimming Options

Outer Ring S
CC

DS

R

Surface*
Central 
Canopy
Direct 
Suspension
Recessed*

4025 1.56”w
x 1”h

520
680
840

1000
1480
1160
1760
1960
2340
2590
2910
3230
3870
4500
5140
5780
6410
7690

XX

20.4” Dia. = 23 watts
26.7” Dia. = 30 watts
33.1” Dia. = 38 watts
39.3” Dia. = 45 watts
58.2” Dia. = 68 watts
45.6” Dia. = 53 watts
69.2” Dia. = 80 watts
77.1” Dia. = 90 watts
92.1” Dia. = 110 watts
101.9” Dia. = 120 watts
114.5” Dia. = 135watts
127.1” Dia. = 150 watts
152.3” Dia. = 180 watts
177.1” Dia. = 210 watts
202.3” Dia. = 240 watts
227.5” Dia. = 270 watts
252.3” Dia. = 300 watts
302.7” Dia. = 360 watts
Custom

SO

CPO

Standard 
Output
Custom 
Power 
Output

80

90

80 
CRI
90 
CRI

27K
30K
35K
40K
RGB

RGBW

2700 k
3000 k
3500 k
4000 k
Red, 
Green, 
Blue
Red, 
Green, 
Blue, 
White 
(Specify 
CCT)

BK
WH
SLV
PRD
PBL

PGR
PYL

PRAL

Black
White
Silver
Red
Blue
Green
Yellow
xxxx 
Custom 
RAL

STD

DIM

DALI

On / Off 
Only
0-10v Dim 
(1% or below)
Dali Driver

*AC-XXX

EM15

Acoustic (color code on 
page 4.)
Emergency Battery 
Backup (approx. 
1050 lm)

*Direct only (Consult factory for options)

PPremium Color. Extra cost 
may apply.

For other options, consult 
factory

*Additional cost associated with 
premium finish acoustic textures 
(XXX codes). Acoustic textures 
not available on all sizes, factory 
consultation is required.

Diameter Wattage Lumens

520 20.4” 23W 1,680lm

680 26.7” 30W 2,100lm

840 33.1” 38W 2,660lm

1000 39.3” 45W 3,150lm

1160 45.6” 53W 3,710lm

1480 58.2” 68W 4,760lm

1760 69.2” 80W 5,600lm

1960 77.1” 90W 6,300lm

2340 92.1” 110W 7,700lm

2590 101.9” 120W 8,400lm

2910 114.5” 135W 9,450lm

3230 127.1” 150W 10,500lm

3870 152.3” 180W 12,600lm

4500 177.1” 210W 14,700lm

5140 202.3” 240W 16,800lm

5780 227.5” 270W 18,900lm

6410 252.3” 300W 21,000lm

7690 302.7” 360W 25,200lm

Pendant/Surface/Recessed

PERFORMANCE

Light Source: SMD2835 SANAN/SAMSUNG/OSRAM

Life Span: L80 B20 @ 50,000hrs.

CRI: >80/>90/Full spectrum

Color Temperature: 2700K - 4000K

Tunable White: 2700-4000K

Input Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lamp Shade: Diffuser/Trans/Micro Prismatic

IP Rating: IP20

Mounting: Pendant/Surface/Recessed

Warranty: 5 Years
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Outer Ring 5031

ORDERING INFORMATION
Outer Ring

Fixture Type Mounting Profile Size / Wattage Output CRI CCT Finish Color Dimming Options

Outer Ring S
CC

DS

R

Surface*
Central 
Canopy
Direct 
Suspension
Recessed*

5031 1.97”w
x 
1.22”h

540
690
850
900

1010
1170

1490
1780
1970
2350
2600
2920
3240
3880
4510
5155
5790
6420
7700

XX

21.2” Dia. = 30 watts
27.1” Dia. = 40 watts
33.6” Dia. = 50 watts
59” Dia. = 80 watts
39.7” Dia. = 60 watts
46” Dia. = 70 watts
58.6” Dia. = 90 watts
70.1” Dia. = 110 watts
77.5” Dia. = 120 watts
92.5” Dia. = 145 watts
102.3” Dia. = 160 watts
114.9” Dia. = 180 watts
127.5” Dia. = 200 watts
151.9” Dia. = 240 watts
177.5” Dia. = 280 watts
202.9” Dia. = 320 watts
227.9” Dia. = 360 watts
252.7” Dia. = 400 watts
303.1” Dia. = 480 watts
Custom

SO

CPO

Standard 
Output
Custom 
Power 
Output

80

90

80 
CRI
90 
CRI

27K
30K
35K
40K
RGB

RGBW

2700 k
3000 k
3500 k
4000 k
Red, 
Green, 
Blue
Red, 
Green, 
Blue, 
White 
(Specify 
CCT)

BK
WH
SLV
PRD
PBL

PGR
PYL

PRAL

Black
White
Silver
Red
Blue
Green
Yellow
xxxx Custom RAL

STD

DIM

DALI

On / Off 
Only
0-10v Dim 
(1% or below)
Dali Driver

*AC-XXX

EM15

Acoustic (color code on 
page 4.)
Emergency Battery 
Backup (approx. 
1050 lm)

*Direct only (Consult factory for options)

PPremium Color. Extra cost may 
apply.

For other options, consult 
factory

*Additional cost associated with premium 
finish acoustic textures (XXX codes). 
Acoustic textures not available on all sizes, 
factory consultation is required.

Pendant/Surface/Recessed

FEATURES

Diameter Wattage Lumens

540 21.2” 30W 2,100lm

690 27.1” 40W 2,800lm

850 33.6” 50W 3,500lm

1010 39.7” 60W 4,200lm

1170 46” 70W 4,900lm

1490 58.6” 90W 6,300lm

1780 70.1” 110W 7,700lm

1970 77.5” 120W 8,400lm

2350 92.5” 145W 10,150lm

2600 102.3” 160W 11,200lm

2920 114.9” 180W 12,600lm

3240 127.5” 200W 14,000lm

3880 151.9” 240W 16,800lm

4510 177.5” 280W 19,600lm

5155 202.9” 320W 22,400lm

5790 227.9” 360W 25,200lm

6420 252.7” 400W 28,000lm

7700 303.1” 480W 33,600lm

PERFORMANCE

Light Source: SMD2835 SANAN/SAMSUNG/OSRAM

Life Span: L80 B20 @ 50,000hrs.

CRI: >80/>90/Full spectrum

Color Temperature: 2700K - 4000K

Tunable White: 2700-4000K

Input Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lamp Shade: Diffuser/Trans/Micro Prismatic

IP Rating: IP20

Mounting: Pendant/Surface/Recessed

Warranty: 5 Years
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Outer Ring 6037

ORDERING INFORMATION
Outer Ring

Fixture Type Mounting Profile Size / Wattage Output CRI CCT Finish Color Dimming Options

Outer Ring S
CC

DS

R

Surface*
Central 
Canopy
Direct 
Suspension
Recessed*

6037 2.36”w
x 1.46”h

550
710
870

1020
1180
1500
1790
1980
2360
2620
2930
3250
3890
4530
5160
5800
6440
7710

XX

21.6” Dia. = 38 watts
27.9” Dia. = 50 watts
34.2” Dia. = 63 watts
40.1” Dia. = 75 watts
46.4” Dia. = 88 watts
59” Dia. = 113 watts
70.4” Dia.= 135 watts
77.9” Dia. = 150 watts
92.9” Dia. = 180 watts
103.1” Dia. = 200 watts
115.3” Dia. = 225 watts
127.9” Dia. = 250 watts
153.1” Dia. = 300 watts
178.3” Dia. = 350 watts
203.1” Dia. = 400 watts
228.3” Dia. = 450 watts
253.5” Dia. = 500 watts
303.5” Dia. = 600 watts
Custom

SO

CPO

Standard 
Output
Custom 
Power 
Output

80

90

80 
CRI
90 
CRI

27K
30K
35K
40K
RGB

RGBW

2700 k
3000 k
3500 k
4000 k
Red, 
Green, 
Blue
Red, 
Green, 
Blue, 
White 
(Specify 
CCT)

BK
WH
SLV
PRD
PBL

PGR
PYL

PRAL

Black
White
Silver
Red
Blue
Green
Yellow
xxxx Custom RAL

STD

DIM

DALI

On / Off 
Only
0-10v Dim 
(1% or below)
Dali Driver

*AC-XXX

EM15

Acoustic (color code on 
page 4.)
Emergency Battery Backup 
(approx. 1050 lm)

*Direct only (Consult factory for options)

PPremium Color. Extra cost may apply.

For other options, consult 
factory

*Additional cost associated with premium 
finish acoustic textures (XXX codes). Acoustic 
textures not available on all sizes, factory 
consultation is required.

Pendant/Surface/Recessed

FEATURES

Diameter Wattage Lumens

550 21.6” 38W 2,660lm

710 27.9” 50W 3,500lm

870 34.2” 63W 4,410lm

1020 40.1” 75W 5,250lm

1180 46.4” 88W 6,160lm

1500 59” 113W 7,910lm

1790 70.4” 135W 9,450lm

1980 77.9” 150W 10,500lm

2360 92.9” 180W 12,600lm

2620 103.1” 200W 14,000lm

2930 115.3” 225W 15,750lm

3250 127.9” 250W 17,500lm

3890 153.1” 300W 21,000lm

4530 178.3” 350W 24,500lm

5160 203.1 400W 28,000lm

5800 228.3” 450W 31,500lm

6440 253.5 500W 35,000lm

7710 303.5” 600W 42,000lm

PERFORMANCE

Light Source: SMD2835 SANAN/SAMSUNG/OSRAM

Life Span: L80 B20 @ 50,000hrs.

CRI: >80/>90/Full spectrum

Color Temperature: 2700K - 4000K

Tunable White: 2700-4000K

Input Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lamp Shade: Diffuser/Trans/Micro Prismatic

IP Rating: IP20

Mounting: Pendant/Surface/Recessed

Warranty: 5 Years
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FINISHES

(RAL9006)

ACOUSTIC COLORS

(RAL1021) (RAL3028) (RAL1027) (RAL7021) (RAL9016) (RAL6002) (RAL5017)

103-Light Gray102-Tan 104-Marble101-Cream

106-Black Marble 107-Black 110-Periwinkle 111-Light Blue

112-Brown 115-Neon 117-Medium 
Green

119-Dark Green

120-Midnight 
Blue

122-Medium 
Gray

123-Dark Blue 127-Peach

129-Creamsicle 130-Orange 133-Red 135-Dark Red

138-Blue Marble 140-Red Marble 141-Dark Gray 144-Blue/Gray

145-Yellow
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SECTIONS AND SUSPENSION POINTS

.45M Diameter has 3 suspension points.

.6M-1.2M Diameters have 4 suspension ponts.
All remaining Diameters have the same number of suspension points as they have sections.


